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ADHESIVE CONNECTIONS

ADHESIVE CONNECTIONS

KL-130-009
Double-sided adhesive scrim carrier tape, 0.09 mm thick, 80 g/m²
1300 mm wide – for bonding PET acoustic panels

Apply the fabric-reinforced tape to 
the PET panel.

Apply the hot-melt adhesive film with protective 
liner to the PET panel using a thermal press.

Melting point:
75 °C

Temperature range for thermal bonding:
+80 °C to +100 °C

Bonding duration per side:
approx. 3 minutes

Then remove the protective film and bond the 
PET panels together under pressure.

Then remove the protective liner and bond the 
PET felt to the PET panel in a second thermal step.

Color:
milky transparent

DOUBLE-SIDED ADHESIVE SCRIM CARRIER TAPE FOR BONDING PET PANELS TO EACH OTHER

TPU HOT-MELT ADHESIVE FILM FOR LAMINATING PET PANELS WITH FELTS

This Double-sided adhesive scrim carrier tape (130 cm 
wide) allows PET acoustic panels to be bonded quickly, 
cleanly, and precisely over the entire surface—without 
long drying times or the typical contamination that can 
occur with spray adhesives.
Bonding is done easily at room temperature, without the 
need for thermal presses. 
 
• Available in 0.09 mm and 0.15 mm thickness
• For bonding panels to each other: 0.09 mm
• For full-surface wall installation: 0.15 mm 
   (depending on wall condition)

This hot-melt adhesive film (130 cm wide) is ideal for 
laminating PET panels with PET felts and is processed in 
two heat-based steps.

In the first step, the hot-melt film is applied to the 
PET panel and thermally bonded.

In the second step, the protective liner is removed, the 
felt is positioned, and then permanently fused with the 
panel.

KL-130-015
Double-sided adhesive scrim carrier tape, 0.15 mm thick, 90 g/m²
1300 mm wide – for bonding PET acoustic panels

KL-130-110
TPU hot-melt adhesive film, 0.10 mm thick | 1300 mm wide
for laminating PET acoustic panels




