
ALUMINUM PROFILES

ALUMINUM PROFILE AKD (CEILING MOUNTING PROFILE)

AP-400-007
Aluminum profile AKD | natural aluminum
Ceiling mounting profile (pre-drilled) 

ALUMINUM PROFILE AKD

STANDARD LENGTH = 2 m | ALL OTHER LENGTHS ARE EXCLUDED FROM EXCHANGE AND RETURN. 
LENGTHS OVER 2 M ARE SHIPPED VIA FREIGHT SERVICE.

APPLICATION EXAMPLE 

The AKD profile was specifically designed to 
allow PET acoustic panels or ceiling absor-
bers to be mounted 50 mm below the ceiling 
easily, securely, and time-efficiently.
The same profile is mounted once on the 
ceiling and once on the back of the acoustic 
panel in a mirrored arrangement. The two 
elements are then interlocked, completing 
the installation.

The sturdy profile geometry not only ensures 
a firm hold but also prevents the ceiling sails 
from bending.

After installation, small spacers (approx. 50 
mm high) can be inserted on top to prevent 
accidental disengagement.

For fastening, we recommend a combination 
of assembly adhesive and screws. The profile 
is delivered pre-drilled to reduce installation 
time.

Optionally, a PET acoustic fleece of up to 40 
mm thickness can be integrated on top to 
further enhance sound absorption, especially 
in the mid and low frequency ranges.
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AP-400-107
Aluminum profile AKD | black
Ceiling mounting profile (pre-drilled) 


