
ALUMINUM PROFILES

LED PROFILE LBH – BAFFLE HANGING PROFILE
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AP-001-015
Aluminum profile LBH | natural aluminum
Max. LED power: 38 W/m | Flexstrip 150

AP-001-115
Aluminum profile LBH | black
Max. LED power: 38 W/m | Flexstrip 150

PMMA COVERS ALUMINUM COVERS

AB-101-003
PMMA cover LB flat | black

AB-001-003
PMMA cover LB flat | milky

AB-001-101
Aluminum cover LB | black

AB-001-100
Aluminum cover LB | natural aluminum

STANDARD LENGTH = 2 m | ALL OTHER LENGTHS ARE EXCLUDED FROM EXCHANGE AND RETURN. 
LENGTHS OVER 2 M ARE SHIPPED VIA FREIGHT SERVICE.

ALUMINUM PROFILE LBH
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PZ-030-009
Mounting clip for LBA and LBH profiles
Universal mounting clip for attaching various 
components to LBA and LBH profiles

ALUMINUM PROFILES

PZ-002-012
Rope stopper with 10mm long M8 x 1,25mm external thread

LBH PROFILE END CAPS AND INSTALLATION ACCESSORIES FOR PET PANELS

End cap thickness: 2.5 mm

EK-100-500
LBH flat profile end cap closed | natural aluminum

EK-100-530
LBH flat profile end cap closed | black

PZ-001-002 Wire suspension incl. ceiling fixture 2 m | nickel-plated
PZ-001-005 Wire suspension incl. ceiling fixture 5 m | nickel-plated
PZ-101-002 Wire suspension incl. ceiling fixture 2 m | black

PZ-002-003 Wire stopper with Y-suspension 120mm wire 4mm rolls | nickel-plated
PZ-102-003 Wire stopper with Y-suspension 120mm wire 4mm rolls | black

SUSPENSION CABLES AND CABLE STOPPERS

LED PROFILE LBH – BAFFLE HANGING PROFILE

LBH PROFILE ACCESSORIES

PZ-030-003
T-slot stone with stopper and 
M8 × 1.25 mm thread for 30 mm profile

PZ-030-001
T-slot L-connector for 30 mm 
profile with M6 set screws

PZ-030-002
T-slot stone with M8 × 1.25 mm 
thread for 30 mm profile

PZ-030-000
T-slot longitudinal connector for 
30 mm profile with M6 set screws

PZ-030-005
Hammer head screw M8 × 20 mm 
for 30 mm T-slot profile

PZ-030-004
Hammer head nut M6 for 30 mm 
T-slot profile

End cap thickness: 2.5 mm



ALUMINUM PROFILES

LED PROFILE LBH – BAFFLE HANGING PROFILE
APPLICATION EXAMPLE

Installation of PET acoustic baffles in combination 
with an aluminum cover

Installation of PET acoustic baffles in combination with 
LED strips and PMMA cover

By using different covers made of aluminum or PMMA, the 
spacing between the baffles can be precisely defined. This ensures 

accurate alignment and reduces installation time, as baffles and 
covers can be easily and efficiently snapped into the profile 

consecutively.



ALUMINUM PROFILES

LED PROFILE LBH – BAFFLE HANGING PROFILE
APPLICATION EXAMPLE

Cutting example for baffle processing
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